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BRC/BRP-Series, Pull Cylinders

• High strength alloy steel construction
• Plunger blow-out protection to prevent over-extension
• Hard chrome-plated plunger for long life
• Baked enamel finish for increased corrosion resistance
• CR-400 coupler and dust cap included on all models
• Plunger wiper reduces contamination, extending  

cylinder life
• Single-acting spring-return
• Replaceable links on BRP-models 

	 Shown from left to right: BRC-25, BRC-46, BRP-306, BRP-606, BRP-106C

▼ Ship building, welding and Enerpac pull cylinders go hand in hand.

▼   To lift a load bearing mast into place,  
BRP cylinders were used to tension the 
supporting cables.

The Ultimate 
in Pulling Power

Attachments and 
Accessories
The BRC-25 and BRC-46 
units have base, collar and 
plunger threads to affix 

a range of optional attachments and 
accessories, such as chains, 
saddles and extension tubes.
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Gauges

Minimize the risk of over-
loading and ensure long, 
dependable service from 
your equipment. Refer to the 

System Components section for a full
range of gauges.

 Page: 
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Single-Acting, Pull Cylinders
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BRC-25 to BRC-106

BRC 106 only

Note: BRP-106C, BRP-106L and BRP-606 are fitted with rubber bellows for rod protection.

BRC
BRP 
Series

Capacity:

2.5-60 tons
Stroke:

5.00-6.00 inches
Maximum Operating Pressure:

10,000 psi
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